
DOP: PSPMP2C20/0324-SW 
 
 
 
 
 
 
 
 
 

DECLARATION OF PERFORMANCE  
According to Annex III of Regulation (EU) No. 305/2011 for the product 

 

PermaSEAL PRO MP 2C – Multi Purpose 
Waterproofing 

 
 

1. Unique identification code of the product type: 
 

PermaSEAL PRO MP 2C  
EN 14891: 2012 

2. Type batch, serial number or any other element to 
allow identification of the construction product as 
required according article 11(4): 
 

Stamped on side of bucket  

3. Intended use(s) of the construction product in 
accordance with the applicable harmonised technical 
specification: 

Liquid applied water impermeable product for external 
installations on walls and floors, beneath ceramic tiling 

4. Name, registered trade name or registered trade 
mark and contact address of the manufacturer as 
required pursuant to Article 11(5): 

Permagard Products Limited 
Unit B2-B5, Worthy Road 
Chittening Industrial Estate 
Avonmouth 
Bristol 
BS11 0YB 
 

5. Name and contact address of the authorised 
representative whose mandate covers the tasks 
specified in Article 12(2): 
 

Not relevant (No. 4.) 

6. System or systems of assessment and verification of 
constancy of performance of the construction 
product as set out in Annex V: 
 

System 3 

7. Notified body: In case of declaration of performance 
concerning a construction product covered by a 
harmonised standard: 

- 

8. In case of declaration of performance concerning a 
construction product for which European Technical 
Assessment has been issued: 
 

Not relevant 

 
 
 
 



9: Declared Performance: 
 
 

 
 
 

The performance of the product identified above is in conformity with the set of declared performance/s. This Declaration 
of Performance is issued in accordance with Regulation (EU) No 305/2011 (amended by Commissions 
delegated Regulation (EU) No 574/2014), under the sole responsibility of the manufacturer identified 
above.  

 

               

 
 
 
Signed for and on behalf of the manufacturer by:  
 
Steven Wookey    Date: March 2024 
Sales Director 

 
 
 
Annex According to Art. 6 (5) of the Regulation (EU) No. 305/2011 a Safety Data Sheet according to Regulation (EU) 

No. 1907/2006 (REACH), Annex ll is attached to this Declaration of Performance. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Permagard Products Limited 
Unit B2-B5, Worthy Road 
Chittening Industrial Estate 
Avonmouth, Bristol. 
BS11 0YB 

 
Essential characteristic  

 
Performance 

System of assessment and 
verification of constancy of 
performance 

 
Harmonised technical 
specification 

Initial tensile adhesion 
strength  

≥ 0,5 N/mm²  
 
 
 
 
 
 
 

System 3 

 
 
 
 
 
 
 
 

EN 14891: 2012 
 

Tensile adhesion strength 
after water contact 

≥ 0,5 N/mm² 

Tensile adhesion strength 
after heat ageing 

≥ 0,5 N/mm² 

Tensile adhesion strength 
after freeze-thaw cycles  

≥ 0,5 N/mm² 

Tensile adhesion strength 
after contact with lime water  

≥ 0,5 N/mm² 

Waterproofing  No penetration 

Crack bridging ability ≥ 0,75 mm 



 
Phone: 0117 982 3282 Web:  www.permagard.co.uk 


